
 

 

 

 

  

 

 
   

 
 

 
     
 

 

 

 
 

 

 

Size

(Ft.)

83
120-277 

volts

Cap

G13

G13

G13

Fa8/R17dEZ-T8-8ft* 43W 8ft
3,000K 4,000K 

5,000K
5,500Lm

50,000 

hrs

83
120-277 

volts

EZ-T8-4ft
15W or 

17W
4ft

3,000K 4,000K 

5,000K
2,200Lm

50,000 

hrs
83

120-277 

volts

EZ-T8-4ft
12W or 

14W
4ft

3,000K 4,000K 

5,000K
1,800Lm

50,000 

hrs

Input 

Voltage

EZ-T8-2ft 9W 2ft
3,000K 4,000K 

5,000K
1,150Lm

50,000 

hrs
83

120-277 

volts

Item # Wattage Color Temp. Lumens Life Span CRI

Applications: 
Great for use in offices, stores, schools, work 

areas, and inside street signs 

Color Temperatures: 
Warm White (3000K) 

Cool White (4000K) 

Daylight White (5000K)  

 

      
 

  Arch Series                                                                                                                                  
 EZ-T8 LED Tube       
                                                                                  

Features & Benefits: 
✓ Double ended, patented technology 

✓ No need to replace socket 

✓ Highly energy efficient, safe, and low cost to install 

✓ Full glass housing 

✓ Superior diffusion coating – durable, uniform, non-

yellowing  

✓ No bending, non-flammable  

✓ Good thermal, excellent optical 

✓ 5 year warranty 

✓ R9>20 

✓ U.L. approved 

✓ DLC listed* 

✓ RoHS compliant 

✓ Available in clear or frosted 

Product Offers: 

Eos Illumination         Eos Illumination - North 

7111 Dixie Highway         817 E State St. 

Ste 333             Ste 102           

Clarkston, MI 48348         Cheboygan, MI 49721 

Phone 248-558-3050 

EosIllumination.com  

 

* Exception to DLC Listing - DLC does not list 8 foot tubes. 

Key Feature: 
✓ LED tube can be used to replace fluorescent 

tubes with no socket change necessary - easy 
installation at a reasonable price 


